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E-Z POUR 400
DIESEL MELTER

DOUBLE PUMPER

This manual is furnished with each new CRAFCO E-Z POUR 400 DIESEL MELTER -
DOUBLE PUMPER.  The manual will help your machine operators learn to run the sealer
properly and understand its mechanical functions for trouble-free operation.

Your CRAFCO E-Z POUR 400 DIESEL MELTER - DOUBLE PUMPER is designed to give
excellent  service and save maintenance expense.  However, as  with all specifically
engineered equipment, you can get best results at minimum costs if:

(1) You operate your machine as instructed in this manual, and

(2) Maintain your machine regularly as stated in this manual.

WARNING:  The engine exhaust from this product contains chemicals
known to the State of California to cause cancer,  birth defects or other
reproductive harm.  Operate in well ventilated area only. Engine exhaust
is deadly.
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SAFETY PRECAUTIONS
• High operating temperatures of sealant and machine require protective clothing and gloves
be worn by operator.

• Always wear eye protection.

• Observe all CAUTION AND WARNING signs posted on machine.

• Avoid the entrance of water into any part of the machine.  Water will displace heat transfer oil
or sealant, which could be hazardous to personnel surrounding the machine when it reaches
operating temperatures.

• Avoid bodily contact with hot sealant material or heat transfer oil, serious burns may result.

• Read Operator Manual thoroughly before operating machine.

• Make sure operator is familiar with machine operation.

• Do not operate in closed building or confined areas.

• Shut-down burner and engine prior to refilling diesel tanks.

• When adding solid material to sealant tank, stop mixer, lift lid, place material onto lid and
close lid before restarting mixer.  Hot material could splash and cause serious burns if this
procedure is not followed.

• Keep hands, feet, and clothing away from all moving parts.

• Always keep a fire extinguisher near the unit.  Maintain extinguisher properly and be familiar
with its use.

• DO NOT exceed 525° F. for heat transfer oil temperature.

• DO NOT overfill heat transfer oil level.  Expansion of oil during heat up could cause overflow.
With machine in level position, check oil each day before starting burner, add oil to top mark
on dipstick if required (at 70° F.).  Use only recommended heat transfer oil and change
after 500 hours of operation or one year, whichever occurs first.

• Follow operating instructions for starting and shut-down of burner.  Instructions are mounted
on control box.

• Calibrate temperature control prior to initial operation and each 50 hours of operation.
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SAFETY PRECAUTIONS

• Replace any hoses which show signs of wear, fraying, or splitting.  Be sure all fittings and
joints are tight and leak-proof.

•Precaution is the best insurance against accidents.

•The E-Z Pour 400 Diesel Melter should not be left unattended with burner lit.

•Tighten all bolts and screws after every 100 hours of operation.

•CRAFCO, Inc. assumes no liability for an accident or injury incurred through improper use of
the machine.

•Refer to Compressor Manual for operating procedures & safety precautions.

E-Z POUR 400 DIESEL MELTER
DOUBLE PUMPER

LIMITED WARRANTY

Crafco, Inc., through its authorized distributor, will replace for the original purchaser free of
charge any parts found upon examination by the factory at Mesa, Arizona, to be defective in
material or workmanship.  This warranty is for a period within 60 days of purchase date, but
excludes engine or components, tires, and battery as these items are subject to warranties
issued by their manufacturers.

After 60 days, Crafco, Inc., warrants structural parts, excluding heating system, hydraulic
components, material pump and hoses, hot oil pump, applicator valves, and electrical
components for a period of (1) one year from date of delivery.  Crafco, Inc., shall not be liable
for parts that have been damaged by accident, alteration, abuse, improper lubrication/
maintenance, normal wear, or other cause beyond our control.

The warranty provided herein extends only to the repair and/or replacement of those compo-
nents on the equipment covered above and does not cover labor costs.  The warranty does
not extend to incidental or consequential damages incurred as a result of any defect covered
by this warranty.

All transportation and labor costs incurred by the purchaser in submitting or repairing covered
components must be bore by the purchaser.

Crafco, Inc. specifically disavows any other representation, warranty, or liability related to the
condition or use of the product.

WARNING:    Use of replacement parts other than genuine Crafco parts
may impair the safety or reliability of your equipment and nullifies any warranty.



8

WARRANTY CLAIM INSTRUCTIONS
Please follow the instructions stated below when calling in a Warranty Claim.  Failure to follow
these procedures may be cause to void the warranty.

1. Call your local Crafco Distributor.  If you do not know who your local distributor is, call
a Crafco Customer Service Representative, (Toll Free 1-800-528-8242) for name,
location, and telephone number.

2. On contacting the distributor, be prepared to identify the machine type, model number,
and serial number, also, the date of purchase if available.

3. Should the cause of the malfunction be a defective part, the distributor will advise you
of the procedure to follow for a replacement.

4. The warranty is valid only for parts, which have been supplied or recommended by
Crafco, Inc.

If you have any additional questions regarding warranty repairs and parts, please do not
hesitate to call toll free 1-800-528-8242.

CRAFCO, INCORPORATED
235 SOUTH HIBBERT DRIVE

MESA,  AZ.  85210
480-655-8333

Toll Free 1-800-528-8242
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SPECIFICATIONS
Vat Capacity............................................................. 400 Gallons

Melt Capacity........................................................... 250 Gallons/Hour

Heat Transfer Oil Required..................................... 55 Gallons at 70° F

Tank Construction.................................................... Double Boiler Type

Tank Opening Size (2)............................................. 16” X 24”

Maximum Heat Input................................................ Diesel, Burner-
400,000 BTU

Burner and Temperature Control............................ Automatic

Engine - Isuzu........................................................... 3 Cylinder
33 HP @ 3000 rpm

Drive Mechanism..................................................... All hydraulic with infinite speed
forward & reverse action.

Mixer.......................................................................... Full sweep mixer with 2 blades.

Axle (2)...................................................................... 5,200 lbs.capacity each.

Tires (4)..................................................................... ST 225/78 R15 (Load Range D)
(2,300 lbs. capacity each)

Dry Weight............................................................... Approximately 5,400 lbs.

Diesel Tank .............................................................. 30 Gallons
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E-Z POUR 400 DIESEL MELTER
DOUBLE PUMPER

OPERATING INSTRUCTIONS

INTRODUCTION

The CRAFCO E-Z Pour 400 Diesel Melter Double Pumper was developed to melt CRAFCO
Brand Sealants.  However, it will work equally well with all road asphalts and federal specifica-
tion crack or joint sealants.

DO NOT operate machine without reading operator’s manual and being thoroughly familiar
with controls:

1. Fill engine fuel tank with diesel fuel (use #1 in cold weather, #2 in warm weather).

2. Check engine crankcase oil (refer to Engine Operator’s Manual).

3. Check hydraulic fluid level, at ambient temperature.  Add fluid if necessary to bring fluid
to correct level.

4. Check heat transfer oil level.  Check level at ambient temperature, machine level.  At
70° F, oil should be at the top mark.  DO NOT overfill, or spillage may occur when
machine reaches operating temperature.

5. All valves should be in closed position and temperature control box set at “OFF”.

6. Applicator hose can be kept warm and ready for use by storing in heating chamber
before using machine.  Close heating doors after hose and wand have been coiled in
chamber.

7. Check temperature control calibration.

8. Check oil in compressor (refer to Compressor Operator’s Manual.)

CAUTION:

Extreme care must be used when operating this equipment.  Safety is the result of
being careful and paying attention to details.  Remember the diesel flame is about
2,200° F.  Certain exposed parts of this machine, when operating reach 500° F; the
sealant as high as 400° F and the hydraulic fluid may reach 200° F.  Always wear
protective clothing, hard sole shoes, and eye protection.  Be sure that all joints and
fittings are tight and leak proof.  Immediately replace any hose, which shows any
signs of wear, fraying, or splitting.  Tighten all bolts, nuts, and screws every 250 hours.
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MACHINE START UP

TO START BURNER
1. Fully open the damper vent.
2. Set temperature dial to “OFF”.
3. Start engine.
4. Turn temperature dial to desired temperature setting.

CAUTION:

If burner does not ignite the first time, turn temperature dial to off.  Turn temperature
dial to desired setting.  Burner should ignite.  If burner still does not ignite, determine
cause of malfunction (see Trouble Shooting Guide).

5. Allow the heating oil to continue to heat.  When sealant material reaches a liquid state,
engage the agitator by moving the agitator level either forward or backward.  If agitator
does not move, allow material to heat longer.  Jamming of mixer shaft causes hydraulic
oil to over heat and machine damage could occur.

6. When sealant reaches correct application temperature, open main tank valve
(Page 12, item A), open recirculation valve (Page 12, item B) and close applicator
valve (Page 12, item C).  Put sealant pump in reverse (Suction) mode.  When pump
turns freely, reverse sealant pump flow (Discharge) (Page 12, item D).  This circulates
sealant back into tank.

7. Check the sealant temperature at material pump.  This indicates the temperature of
sealant flowing through lines.

8. When application of sealant is desired, remove the hose from the rear of machine.
Attach hose to hand applicator.  Be sure to hand tighten only.  Place applicator in rear
tank opening, with the hand wand valve in the ON position.

9. Open applicator valve (Page 12, item C).
10. Close the recirculation valve (Page 12, item B).  IMPORTANT:  Adjust the valve to get

the desired amount of flow from the applicator wand given your applicator needs.  You
do not need to close the valve all the way for application.  If material does not flow from
wand, the hose may need to be warmed.  Heat hose by placing in heating chamber to
liquify sealant in hose, then repeat procedure.

11. Extreme care should be taken when changing or installing applicator tips.  If the
material is hot the material pump must be put in the “SUCTION” mode.  This will
insure against hot material pumped from wand.  Sealant material is hot and can
cause skin burns.

12. To apply sealant to joint, remove hand applicator from rear tank opening.  Make sure
the hand wand valve is closed.  When applicator wand is over joint, open hand valve
and apply sealant.

13. To prevent hose from cooling, place the applicator wand in the rear tank opening when
not to be used for 2 minutes or more.  Always close hand wand prior to inserting wand
in tank opening.  Open hand valve to recirculate back into tank and keep hose warm.
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CHECKING TEMPERATURE CONTROL CALIBRATION
The temperature control system is calibrated at the factory during testing; however, it is good
practice to check the calibration when the machine is first put into operation and periodically.
(Each 50 hours of operation is recommended.)  The gauge (Page 13, item G), registers the
actual temperature of the heat transfer oil and it should coincide with the temperature control
hand knob setting (Page 13, item H).

To check the calibration, first the machine must be level and the following procedure must be
followed - check heat transfer oil level, using dipstick.  Start up the burner.  Set temperature
control hand knob at about 250° F.  Leave burner on until 200° F. registers on the temperature
gauge.  Slowly turn the temperature control hand knob down until a click is heard and/or the
burner shuts off.  If the temperature control hand knob, at this point, reads differently than the
temperature gauge, recalibration is required.
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START UP PROCEDURES FOR SECOND
MATERIAL PUMP E-Z 400 DOUBLE PUMPER

1. Follow steps numbers 6 through 13 in your Operators Manual page 11 and 12 after you
have completed the steps for the first material pump.

2. If the operator does not need to use the second pump through out the day he must still
circulate the material in the plumbing of the second pump for approximately 5 minutes
so that the material in the pump does not jell or harden from reheating one too many
times.  Do this at least one time per use of unit.

3. When shutting down the pump follow the steps on page 17, steps 2 through 5.
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RECALIBRATING THE TEMPERATURE CONTROLS
To recalibrate the temperature control, set the temperature control knob to 200° F.  When the
burner shuts off, carefully pull the hand knob off the spindle.  Be careful not to move the spindle
during this operation.  With a jeweler’s screwdriver (or the flattened end of a paper clip) turn
the adjusting screw inside the spindle counterclockwise no more than 1/8 turn to start the
burner, to increase the temperature (1/8 turn will raise the temperature 15° F. to 20° F.), con-
tinue turning the screw each time the burner cuts out until the gauge reads 200° F.  Carefully
replace hand knob.  Both the hand knob and the temperature gauge should now read
approximately 200° F.

CAUTION:

Extreme care must be used when operating this equipment.  Safety is the result of
being careful and paying attention to details.  Remember the diesel flame is about
2200° F.  Certain exposed parts of this machine, when operating, reach 500° F.; the
sealant as high as 400° F. and the hydraulic oil may reach 200° F.  Always wear
protective clothing and eye protection.  Be sure that all joints and fittings are tight
and leakproof.  Immediately replace any hose which shows any signs of wear, fraying
or splitting.  Tighten all bolts on all flanges after 100 hours. Tighten all bolts, nuts
and screws every 250 hours.

LOADING THE MACHINE

When loading solid material into the sealant tank, the mixer must be momentarily stopped, the
lid lifted, the material placed on the lid and the lid closed again before the mixer is restarted.
Following this procedure will prevent the hot material from splashing and causing serious
burns to personnel.

The solid material must be added at intervals, which will allow the mixer to rotate without
jamming.  If blocks of material are fed in too quickly, jamming will result and slow down the
melting process.
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SHUTDOWN AND CLEAN-OUT PROCEDURE

1. Turn the temperature dial to “OFF”.

2. Move mixer control valve to “OFF” position.

3. Close recirculation valve.

4. Put material pump in suction mode.  With hand applicator valve open, disconnect wand
and return hose to heat chamber.  Close applicator valve.  Open recirculation valve.
Close main tank valve.

5. Return material pump control valve to “OFF” position.

6. Turn off engine.

7. Return wand to heat chamber.

STORING MACHINE

The E-Z Pour 400 Diesel Double Pumper should be stored in an area to prevent moisture from
entering machine.  This will allow the moisture condensation to settle to the bottom rear of the
heat transfer oil tank, above the drain plug.  After extended periods of time, the water can be
drained by removing the plug and replacing it when all water is displaced.

          CAUTION:
If there is any suspicion that moisture is still present after draining,
warm heat transfer oil to 300° F. for 2 or 3 hours to evaporate any
moisture.

INSTRUCTION FOR ORDERING PARTS

Parts may be ordered from your local CRAFCO distributor or directly from CRAFCO, Inc. if a
distributor is not available in your area.  When ordering parts, give the following information:

1. Part Number
2. Machine Model
3. Serial Number from Name Plate

Write, telephone, or fax:
CRAFCO, INC.

235 SOUTH HIBBERT
MESA, AZ 85210

480-655-8333
480-655-1712

Toll Free:  1-800-528-8242
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MAINTENANCE INSTRUCTIONS
ENGINE:

•Check engine oil daily.  Change after the first 50 hours of operation and change every
100 hours thereafter.

•Change oil filter initially at 50 hours, every 150 hours thereafter.

•See engine owners manual for additional operating and maintenance instructions.

HYDRAULIC SYSTEM:

Check hydraulic fluid daily.  Change hydraulic filter after first 250 hours of operating and
every 250 hours thereafter.  Change hydraulic fluid every 500 hours of operation.

WHEEL BEARINGS:

Repack wheel bearings every 24,000 miles of every two years, using a good grade of
bearing grease.

TONGUE JACK:

Lubricate tongue jack, using a good grade of bearing grease.

SEALANT PUMP:

Lubricate outboard bearings using a good grade of bearing grease.  Adjust pump
packing periodically.  A slight drippage (several drops per minute) should be allowed.
Refer to Pump Section for details.  See page 23.
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MAINTENANCE CHART
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GENERAL MAINTENANCE ITEMS

SERVICE INSTRUCTIONS
1. Conduct a general inspection of your machine at least once a week.  Replace all worn

or damaged parts, make any necessary adjustments and tighten all loose nuts or
screws.

2. Keep regular replacement items in stock for emergency repairs, to avoid costly “down”
time.  Refer to General Maintenance Items.

3. Watch for leaks - tighten packing on pumps as necessary.

4. Clean machine externally periodically.  Check with sealant manufacturer for
recommendation.

5. Follow recommended maintenance procedures on maintenance chart.
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RECOMMENDED FLUIDS & LUBRICANTS

The following is a list of suitable Heat Transfer Oils to be used in Crafco equipment.

WARNING:

The Heat Transfer Oil in this machine is a grade that has been tested and
recommended by CRAFCO, Inc.  The addition of any grade of oil not specifically
recommended by CRAFCO, Inc. shall be cause for the warranty to be void.

All oils subjected to high temperatures deteriorate with time and lose many of their
characteristics.  Test conducted by CRAFCO, Inc. have determined that for best
results and safety, the Heat Transfer Oil in this machine must be drained and
replaced with Crafco, Inc. recommended oil after five hundred (500) hours of
operation or one (1) year, whichever occurs first.
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DIESEL BURNER ELECTRODE ADJUSTMENTS

DIESEL BURNER SETTINGS

Air Shutter = 5
Air Band = 5
Fuel Pressure = 140 PSI
Adjustment  Plate = 3
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TROUBLE SHOOTING GUIDE
MELBORP ESUAC YDEMER

.etatortonlliwrexiM

.wolooterutarepmettnalaeS .lairetamtaehoteunitnoC

tadecalpskcolbynamooT
.emiteno

yrt&lairetamtaehoteunitnoC
.reximgnisrever

ciluardyhetauqedanI
.erusserp/wolf

.leveldiulfciluardyhkcehC
fiwolfkcehc/erusserpteseR

.yrassecen

.nruttonlliwpmuplairetaM

ottonknatnilairetaM
.erutarepmetgnitarepo .lairetamgnitaeheunitnoC

,ciluardyhetauqedanI
.erusserp/wolf

.leveldiulfciluardyhkcehC
sawolfkcehc/erusserpteseR

.yrassecen

rodegamadpmuplairetaM
.pmupnidegdoltcejbongierof .evomeR/ecalpeR

etalucricertonlliwtnalaeS
hguorhtknatotnikcab

.evlavnoitalucricer

tcerrocottonknatnilairetaM
.erutarepmet .lairetamgnitaeheunitnoC

.desolcevlavniarD .evlavnepO

noitcusnidlocllitslairetaM
evlavnoitalucriceR.enil

.desolc

tnemtrapmocerusekaM
otetauqedasierutarepmet
.evlavnepO.lairetamtlem

hguorhtswolflairetamtnalaeS
tonlliwtubevlavnoitalucricer
dnahnoitacilppahguorhtwolf

.dnaw

.nepotonevlavnoitacilppA .evlavnepO

nepollitsevlavnoitalucriceR
.yllanretnidegamadro .ecalperroevlavesolC

.dlocllitsdnaw/esoH .tohlitnurebmahcnievaeL

spotstitnalaesgniylppanehW
.dnawrotacilppamorfgniwolf

tfelsawevlavrotacilppadnaH
.gnolootnoitisopffoni

taehnignicalpybesohtaeH
.tnalaesyfiuqilotrebmahc

lairetamfoskcolbynamooT
lairetamdloC.knatotdedda
.wolfdeppots&pmupderetne

nignicalpybesohtaeH
yfiuqilotrebmahcgnitaeh

.tnalaes

rofwolootleveldiulfknaT
.pmupotniwolfotlairetam

litnulairetamgnitaeheunitnoC
silairetamdiuqilerom

.elbaliava

tonlliwtub,setatorpmuP
.lairetampmup

ronrowpmuplairetaM
.degamad .riapeR/ecalpeR

gnorwnignitatorpmuP
.noitcerid .revellortnocesreveR

telninidegdoltcejbongieroF
.pmupotenil

ropmupgnisreverybegdolsiD
.eniltelnielbmessasid

.dilosllitstelni,dloclairetaM .lairetamtaehoteunitnoC

.niardrevotnalaesfokcolB reximgnisreverybegdolsiD
.pmupdna

.tnalaesfoputaehwolS

rodekocfopudliuB
edisninolairetamdezillatsyrc

.knatlairetamfo

.loocotenihcamwollA
hsulfdnastisopedevomeR

.tnevloshtiw

.gnitarepotonrenruB gnitoohSelbuorTrenruBeeS
.ediuG

.levelliognitaehwoL .tcerrocsileveldiulferusekaM

.erutarepmetliognitaehwoL dednemmocertateS
.erutarepmet

sahrodloliognitaeH
.dezillatsyrc

dednemmocersatiecalpeR
.sruoh005yreve



24

BURNER TROUBLE SHOOTING GUIDE
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PUMP SECTION PACKING INSTRUCTIONS
Operate the pump under normal conditions and, after a short run-in period, examine packing
for leakage.  If leakage is excessive tighten locknuts evenly until there is only slight leakage
from the packing rings.  This slight leakage is a necessary and normal condition for packing
and allows for expansion and proper seating.

NOTE:

WHERE LIQUID IS BEING HANDLED, THAT IS HAZARDOUS OR
VOLATILE, FULL PRECAUTIONS SHOULD BE TAKEN DURING THE
RUN-UP PERIOD.

To replace packing remove key, two nuts and clips, packing gland and packing rings.
(Packing hooks are commercially available to assist in removing the packing rings).  Clean the
shaft and adjacent parts.  Examine the shaft, if it is excessively worn or scored, replacement of
pump may be necessary.

Insert packing rings, making sure the joints are staggered 180 degrees.  Use split ring
bushings to seat each ring before adding the next ring.  The rings must not be taped or seated
in place too tightly.  When the packing box is sufficiently full to allow entry of the packing gland
(about 1/4”) reassemble the packing gland, clips and nuts.  Draw up evenly on the
packing gland to assure proper seating of the packing, and then loosen nuts about 1/2 turn.
Do not cock the packing gland.  (This could cause binding or heating of the shaft).
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E-Z 400 DIESEL MELTER - DOUBLE PUMPER
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E-Z 400 DIESEL MELTER - DOUBLE PUMPER
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PARTS LIST FOR E-Z 400 DIESEL MELTER - DOUBLE PUMPER

REBMUN TRAP
REBMUN YTQ NOITPIRCSED

1 51524 4 YLBMESSAMIRDNAERIT

2 61524 2 SGNIRPSHTIWYLBMESSAELXA

3 88032 2 MRAREKCOR

4 57032 8 ETALPEITELKCAHS

5 00132 41 2BTLOBELKCAHS

6 50132 41 3NTUNELKCAHS

7 81724 1 YLBMESSAREDNEF

8 81724 1 YLBMESSAREDNEF

9 22042 1 EDISTHGIR-THGILLIAT

01 32042 1 EDISTFEL-THGILLIAT

11 79032 1 TNUOMEDISKCAJEUGNOT

21 69032 1 GNIHSUBLEVIWSKCAJ

31 71132 1 TINUHCTIWSYAWAKAERB

41 97034 1 ENIGNEUZUSIPH73

51 99392 4 TRESNIDAERHT61-8/3TNUOMOSI

61 46624 1 PMUPCILUARDYHELBUODB513P

71 19534 1 YLBMESSAKNATLESEIDLAG23

81 09534 1 YLBMESSAKNATCILUARDYHLAG23

91 52062 1 A-RL"2/1TNEMELE&REHTAERBRIA

02 50844 1 )TNEMECALPER(TNEMELERETLIF

12 19814 1 RENRUBTLOV41CDA

22 95524 1 ELZZONRENRUB

32 09814 1 )ECIVRES(ROTOMREWOLBV41

42 88814 1 )ECIVRES(DIONELOSLEUF

52 39014 1 EVLAVLORTNOCROTATIGA
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PARTS LIST FOR E-Z 400 DIESEL MELTER - DOUBLE PUMPER

REBMUN TRAP
REBMUN YTQ NOITPIRCSED

62 29014 2 EVLAVLORTNOCPMUPLAIRETAM

72 37514 1 YTIROIRPREDIVIDWOLF

82 37524 1 TNUOMROTOMREXIM

92 03004 4 )ROTOMCILUARDYH(RECAPSEPIP

03 47524 1 ROTOMREXIM

13 08724 1 G004YLBMESSATFAHSROTATIGA

23 28682 1 REHSAWTALF"8/51

33 54524 2 YLBMESSAELDDAP

43 13782 8 TLOB"1XDAERHT61-"8/3

53 74682 8 REHSAWKCOL"8/3

63 62582 8 TUN-KCOLEPYT-ANSE61-"8/3

73 DESUTON

83 34214 1 TNUOMMTBEGUAGERUTAREPMET"42

93 87004 1 TNUOMMTBEGUAGERUTAREPMET"21

04 77182 2 GNILPUOCEPIP8/3

14 30252 2 XOBGNIFFUTS

24 55334 1 YLBMESSAKNATWOLF-REVO

34 36734 1 YLBMESSAFEILERRIA

44 99114 1 KNATOHYLBMESSAKCITSPID

54 75052 1 TNUOMMOTTOBEGUAGERUTAREPMET"9

64 03022 3 YLBMESSAELPPINDEGNALF

74 05092 4 ELOH6-TEKSAGEGNALF"2

84 13782 42 TLOB"1XDAERHT61-"8/3

94 83582 42 TUNKCOL8/3

05 87614 1 002REPPUYLBMESSAEPIP
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PARTS LIST FOR E-Z 400 DIESEL MELTER - DOUBLE PUMPER

REBMUN TRAP
REBMUN YTQ NOITPIRCSED

15 64214 2 EVLAVNOITALUCRICER

25 58724 1 EETEGNALF

35 55524 1 WOBLEELBUODYLBMESSAEPIP

45 05052 1 TNUOMKCAB"2/1-2EGUAGPMET

55 73282 2 WOBLETEERTSEERGED09X8/3

65 28282 2 GULPEPIP"8/3

75 07292 2 "2-EVLAVETAGEZNORB

85 01182 1 ELPPINEPIP"8X"2

95 31282 2 EERGED09"2WOBLEEPIP

06 19214 1 EPIPDEEFSSORC

16 85382 1 GNIHSUBGNICUDERDAEHXEH1X2

26 87062 1 )062(REGNAHSIVELC"2

36 10114 1 )DETEKCAJ(PMUPLAIRETAMREPOR

46 72022 2 ROTOMCILUARDYH

56 20062 4 EROB"1TEKCORPSGNILPUOCNIAHC

66 61062 2 KNIL-61-NIAHCKCORPSLAUD

76 03062 2 KNILGNITCENNOC

86 04114 2 ELOH/WDRAUGNIAHC

96 DESUTON

07 92524 1 NOITCUSPMUPLAIRETAM

17 29292 1 "3-EVLAVETAGDEGNALF

27 93014 1 YLBMESSATXEEPIPNIARD

37 06092 2 ELOH8EGNALFCRIC"3-TEKSAG

47 13782 61 TLOB"1XDAERHT61-"8/3

57 83582 61 TUNPOT-CREVOTS61-"8/3
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PARTS LIST FOR E-Z 400 DIESEL MELTER - DOUBLE PUMPER

REBMUN TRAP
REBMUN YTQ NOITPIRCSED

67 86214 2 NOISNETXEELDNAHEVLAV

77 16192 1 EGNALFDNILB2/1-2

87 34014 2 TEKSAGEGNALF"49.2

97 13782 21 TLOB"1XDAERHT61-"8/3

08 83582 21 TUNPOT-CREVOTS61-"8/3

18 92914 1 RETPADAEGNALF2/1-2

28 07292 2 "2-EVLAVETAGEZNORB

38 08214 1 PMUPGNITALUCRICLIOTOH

48 41782 2 TLOB2/1-3X02-4/1

58 64682 2 REHSAWKCOL"61/5

68 20322 1 ROTOMCILUARDYH

78 DESUTON

88 DESUTON

98 08114 1 FLAHGNILPUOCEROB2/1

09 59614 1 EROB"8/5FLAHGNILPUOC

19 28114 1 GNILPUOC070ROFREDIPS

29 84072 2 ELAMEF/ELAM-LEVIWS

39 90072 2 ESOHTNALAES'02

49 80214 2 EVLAV/WYLBMESSAELDNAH

59 08072 2 YLBMESSAELDNAHEVLAVNUGDNAH

69 04292 2 "1-EVLAVLLABEZNORB

79 15382 2 GNIHSUBEPIPDAEHXEH4/3X1

89 00182 2 ELPPIN"8X"4/3

99 92614 2 YLBMESSADNAWDNAH

001 17172 2 YLBMESSAPITGNILAES
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PARTS LIST FOR E-Z 400 DIESEL MELTER - DOUBLE PUMPER

REBMUN TRAP
REBMUN YTQ NOITPIRCSED

101 68252 1 YLBMESSAXOBLORTNOCLESEID

201 04142 1 THGILROTACIDNI

301 57062 1 41-43RGTEMMORGREBBUR

401 04252 1 ERUTAREPMETTESERLAUNAM

501 67252 1 SEERGED055-TATSOMREHTCIRTCELE

601 02252 1 LAIDROTACIDNIERUTAREPMET

701 20082 1 "8/3KLB-HXELPPINESOLC

801 20292 1 "8/3-EVLAVLLABEZNORB

901 52104 1 YLBMESSATUOPS

DETARTSULLITONSTRAP

20042 1 REVOCXOBYRETTAB

45042 1 "02ELBACYRETTAB

21513 1 REKAERBTIUCRIC

20623 1 ELBACYRETTABTNECSERC"02

67042 1 RETEMRUOH
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DIESEL BURNER
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DIESEL BURNER

METI TRAP
REBMUN YTQ NOITPIRCSED

1 94914 - REMROFSNARTNOITINGI

2 09814 - ROTOMREWOLB

3 43914 - ROTOM-TIKHSURB

4 07914 - PMUPLEUF-GNILPUOC

5 97914 - LEUF-PMUP

6 88814 - LEUF-DIONELOS

7 39914 - EDORTCELE

8 38814 - ELZZON

9 07814 - EYEDAC

01 53324 - RELLORTNOCCD
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HYDRAULIC PIPING DIAGRAM
E-Z 400 DIESEL MELTER - DOUBLE PUMPER
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HYDRAULIC PIPING - E-Z POUR 400 DIESEL MELTER
DOUBLE PUMPER

)NOITCUS(PMUPCILUARDYHOTRIOVRESERCILUARDYH.1

1 03992 ROTPADATHGIARTS

1 82-JF02-JF02-02C GNOL"82X4/1-1YLBMESSAESOHCILUARDYH

1 88892 GNIR"O"-ROTPADATHGIARTS

)TROP"NI"(EVLAVREDIVIDWOLFOTERUSSERPPMUPCILUARDYH.2

1 26892 GNIR"O"-ROTPADAWOBLEEERGED09

1 84-JF01-JF01-8XA GNOL"84X2/1YLBMESSAESOHCILUARDYH

1 50892 ROTCENNOCDAEHKLUB

1 70892 TUNKCOL

1 91524 YLBMESSAEBUT

1 50892 ROTCENNOCDAEHKLUB

1 70892 TUNKCOL

1 51892 ROTCENNOCLEVIWSEPIP

1 84382 GNIHSUBGNICUDER2/1X4/3

)TROP"NI"(EVLAVLAIRETAMOT)TROP"BP"(EVLAVREDIVIDWOLF.3

1 84382 GNIHSUBGNICUDER2/1X4/3

1 67892 ROTPADAWOBLE

1 81-JF6-JF6-6XA GNOL"81X8/3YLBMESSAESOHCILUARDYH

)NRUTER(RETLIFCILUARDYHOT)TROP"TUO"(EVLAVLAIRETAM.4

1 31892 ROTPADAWOBLEEERGED09

1 91-JF01-JF01-8XA GNOL"91X2/1YLBMESSAESOHCILUARDYH

1 11892 EETNURLEVIWS

1 50892 ROTCENNOCDAEHKLUB

1 70892 TUNKCOLDAEHKLUB

1 91524 YLBMESSAEBUT

1 50892 ROTCENNOCDAEHKLUB

1 70892 TUNKCOL

1 39-9JF21-JF01-8XA GNOL"39X2/1YLBMESSAESOHCILUARDYH

1 00992 EETNURGNIR-0"4/3

1 - RELOOCLIOCILUARDYH

1 61992 WOBLEEBUT"4/3

1 17-9JF21-JF21-21XA GNOL"17X"4/3YLBMESSAESOH

1 61892 ROTPADATHGIARTS

RIOVRESERCILUARDYHOT)TROP"TUO"(RETLIFCILUARDYH.5

1 09534 KNATLIOCILUARDYH
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HYDRAULIC PIPING - E-Z POUR 400 DIESEL MELTER
DOUBLE PUMPER

)TROP"NI"(EVLAVREXIMOT)TROP"GER"(EVLAVREDIVIDWOLF.6

1 74382 GNIHSUBGNICUDER8/3x4/3

1 27892 ROTPADAWOBLEEERGED09

1 81-JF6-JF6-6XA GNOL"81X8/3YLBMESSAESOHCILUARDYH

)TROPRAER(PMUPLIOTOHROFROTOMCILUARDYHOT)TROP"TUO"(EVLAVREXIM.7

1 81-JF6-JF6-6XA GNOL"81X8/3YLBMESSAESOHCILUARDYH

4ENILENILEETOT)TROPTNORF(PMUPLIOTOHROFROTOMCILUARDYH.8

1 81-JF6-JF6-6XA GNOL"81X8/3YLBMESSAESOHCILUARDYH

1 90892 EBUT8/3OT8/5RECUDER

1 01892 TUNEBUT

)TROP"MOTTOB"(PMUPLAIRETAMROFROTOMCILUARDYHOT)TROP"A"(EVLAVLAIRETAM.9

1 81-JF6-JF6-6XA GNOL"81X8/3YLBMESSAESOHCILUARYH

1 92022 ROTPADATHGIARTS

)TROP"POT"(PMUPLAIRETAMROFROTOMCILUARDYHOT)TROP"B"(EVLAVLAIRETAM.01

1 81-JF6-JF6-6XA GNOL"81X8/3YLBMESSAESOHCILUARDYH

1 92022 ROTPADATHGIARTS

)TROP.H.L(REXIMROFROTOMCILUARDYHOT)TROP"A"(EVLAVREXIM.11

1 43-JF6-JF6-6XA )YLNO004(GNOL"43X8/3YLBMESSAESOH

1 80892 NOINUEBUT

1 05524 YLBMESSAEBUT

1 92022 ROTPADATHGIARTS

)TROPEDISBRUC(REXIMROFROTOMCILUARDYHOT)TROP"B"(EVLAVREXIM.21

1 43-JF6-JF6-6XA )YLNO004(GNOL"43X8/3YLBMESSAESOH

1 80892 NOINUEBUT

1 15524 YLBMESSAEBUT

1 92022 ROTPADATHGIARTS

TROP"NI")EDISS'REVIRD(EVLAVLAIRETAMOTPMUPCILUARDYH.31

1 21892 GNIR0XEBUT"8/5

1 75-JF01-JF01-8XA "75X"2/1YLBMESSAESOH

1 50892 ROTCENNOCDAEHKLUB

1 70892 TUNKCOL

1 91524 YLBMESSAEBUT

1 50892 ROTCENNOCDAEHKLUB

1 70892 TUNKCOL

1 81-JF6-JF6-6XA GNOL"81X"2/1YLBMESSAESOH
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HYDRAULIC PIPING - E-Z POUR 400 DIESEL MELTER
DOUBLE PUMPER

RELOOCLIOCILUARDYHOTTROP"TUO"EVLAVLAIRETAM.41

1 91-JF01-JF01-8XA GNOL"91X"2/1YLBMESSAESOH

1 50892 ROTCENNOCDAEHKLUB

1 70892 TUNKCOL

1 91524 YLBMESSAEBUT

1 50892 ROTCENNOCDAEHKLUB

1 70892 TUNKCOL

1 07-JF21-JF01-8XA GNOL"07X"2/1ESOHCILUARDYH

)TROP"MOTTOB"(PMUPLAIRETAMROFROTOMCILUARDYHOT)TROP"A"(EVLAVLAIRETAM.51

1 14892 ROTPADATHGIARTS

1 42-JF6-JF6-6XA GNOL"42X"8/3YLBMESSAESOH

1 92022 ROTPADATHGIARTS

)TROP"POT"(PMUPLAIRETAMROFROTOMCILUARDYHOT)TROP"B"(EVLAVLAIRETAM.61

1 14892 ROTPADATHGIARTS

1 42-HF6-JF6-6XA GNOL"42X"8/3YLBMESSAESOH

1 92022 ROTPADATHGIARTS

GNIPIPLIOTOH

NOITCUS-)TROPTNORF(PMUPLIOTOHOT)TROP.H.R(KNATLIOTOH.71

1 87182 RELPUOCEPIP"2/1

1 54892 ROTPADAWOBLEEERGED09

1 40414 )GNOL"2/122X2/1(REVOC.S.SYLBMESSAESOH

1 44892 ROTPADATHGIARTS

)TROPPOT(PMUPLAIRETAMOT)TROPRAER(PMUPLIOTOH.81

1 44892 ROTPADATHGIARTS

1 40414 )GNOL"2/122X2/1(REVOC.S.SYLBMESSAESOH

1 61304 ROTPADATHGIARTS

)TROPMOTTOB(EDISREVIRDPMUPLAIRETAM)TROPMOTTOB(EDIS.SSAPPMUPLAIRETAM.91

1 61304 ROTPADATHGIARTS

1 30414 )GNOL"2/144X2/1(REVOC.S.SYLBMESSAESOH

1 61304 ROTPADATHGIARTS

)TROP.H.L(KNATLIOTOHOT)TROPPOT(PMUPLAIRETAM.02

1 61304 ROTPADATHGIARTS

1 40414 )GNOL"2/122X2/1(REVOC.S.SYLBMESSAESOH

1 44892 ROTPADATHGIARTS

1 87182 RELPUOCEPIP"2/1
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DIESEL PIPING DIAGRAM
E-Z 400 DIESEL MELTER - DOUBLE PUMPER
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DIESEL PIPING DIAGRAM
E-Z POUR 400 DIESEL MELTER - DOUBLE PUMPER

RETLIFLEUFOTKNATLEUFLESEID.1

1 28762 09ELAMCIJ61/5XEPIPELAM4/1

1 76762 GNITTIFNOHSUP

1 09592 GNOL"08X61/5ESOHLEUF

2 08062 PMALCRAEG

)ENIGNEHTIWDEILPPUS(RETLIFLEUFOTPMUPLEUFLESEID.2

RENRUBLESEIDOTRETLIFLEUF.3

1 19592 GNOL"56X61/5ESOHLEUF

2 08062 PMALCRAEG

1 76762 GNITTIFNOHSUP

1 28762 09ELAMCIJ61/5XEPIPELAM4/1

)NRUTER(KNATOTENIGNELESEID.4

1 29592 GNOL"08X61/3LEUF

2 08062 PMALCRAEG

1 09762 NO-HSUPERALF.VNITHGIARTS"8/1

1 07892 ROTPADAWOBLE
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